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Model ECP-08R qp?ii
(o]
Coax 8x 750 BNC (Female) - Ethernet over Coax (Coaxia S series) Camera ECP-01T
) 8 x RJ-45 - 10/100/1000 Base-T with Autodetect MDIX q ) DC57V
Interface Ethernet Downlink (IEEE802.33f/at) - ] D@gﬁﬁ“ggf,&éf‘?%ﬁé)
Ethernet Uplink 2 x RJ-45-10/100/1000 Base-T with Autodetect MDIX Camera ECP-01T
Transmission = Coax 100Mbps Full Duplex (100Mbps between Intercoax devices)
Rate Ethernet Max. 1Gbps Full Duplex 5
Data
Coax up to 400 m (5C-HFBT, RG-59 or better, B
Transmission UFF)) t0 100m ( ) oo
Distance eries
e Up to 200m with HPS-01(2 Port Hybrid Switch) IP Camera
Ethernet (Downlink) | 8 x RJ45 Data Link (Green) ECP-08R
LED Ethernet (Uplink) 2 x RJ45 Data Link (Green/Orange)
Indication  PoE Qutput 8 x PoE Output (Orange)
NVR PoE/Non-PoE Switch
PWR Input 2 x Power Input (Blue) _—ﬁ—l .o
Power Input 2 x Power input [ DC-Jack ] DC48V-57V
Power PoC Coaxia PoE, PoE+, Extra PoE Max 60W over Coax.
Output PoE IEEE802.3af(PoE), IEEE802.3at (PoE+ / up to 25.5W) oo q‘ Max. 100m
) Dimension 440(L) x 320(W) x 45(H)mm ) PoE
Mechanical ; PTZ IP POE Camera
Weight 4480g Camera
Operating Temp -10 ~ 60°C Max. 200m T
Environment | Storage Temp -30~80°C
[Data &)
Relative Humidity ~ 10% ~ 90% C;%Era HPS-01
Compliance Certification FCC, CE, KC, RoHS
P Surge Protection  IEC 61000-4-5 4kV(1.2 / 50us), 2kA(8 / 20us) » M&H2|E 5C-HFBT(75Q) S Cat.5e 7|%0|H, #[0|2 E40| waf CHE 4
Optional Accessories ECP-01T, ECP-101T, Coaxia S Series Cameras & Etc. UELICE
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